
SEPARATELY
CONTROLLED
STANDS

FIXED OR TELESCOPIC MAIN
ARMS WITH OR WITHOUT UPPER
CROSSBAR

MARREL
MANUFACTURED
CYLINDERS

INTEGRATED
SAFETY 
TO PREVENT
MISS-USE

Rear spreader
with 1 or 2 hooks

Available controls:
Radio control

Skiploader on
cradle High

speed

Roller stands
or pivoting
runners

Attachments
brackets suited
for various truck
models

Rear chains for better
tilting

OPTIONS
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JOREFCO INDUSTRIES L.L.C.
Al Saja Industrial area, Sharjah, U.A.E. - +971 6 525 2728
Al Quoz Industrial area 4, Dubai, U.A.E. - +971 4 388 1193

info@jorefco.com

ORDER NOW, BEFORE IT RUNS OUT OF STOCK

TECHNICAL DATA

Lifting capacity: 
Container placed on ground 

Depending on loading
radius 

Weight 
Container length (adjustable centering units)

2 600 mm
3 100 mm
3 200 mm
3 825 mm

3 100 kg

18 000 kg
18 000 kg

FIXED – CROSSBAR MB18
XL XLAE

2 030 mm

18 000 kg
18 000 kg
15 700 kg
13 000 kg
3 450 kg

TELESCOPIC
MB18 XLT


